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Fall Protection, OSHA Guidelines 29 CFR 1926.501 to
1926.502 Part 3

This checklist is Part 3 of 3 for Fall Protection and can be combined to be used with Fall Protection Part 1, Part 2,
Part 4 and Part 5 for instances where unprotected sides and edges, hoist areas, holes, formwork and reinforcing
steel, ramps, runways and other walkways, dangerous equipment, overhead bricklaying and related works,
sleeproofs, wall openings, personal fall arrest systems and guarding systems, safety monitoring systems, fall
protection plans, controlled-access zones, covers, or protection from falling objects are used.

Positioning Device Systems

1. Are positioning devices rigged such that an employee cannot free fall more than 2 feet? |:| Y |:| N |:| N/A
[29 CFR 1926.502(¢)(1)]

2. Are positioning devices secured to an anchorage capable of supporting at least twice the |:| Y |:| N |:| N/A
potential impact load of an employee's fall or 3,000 pounds, whichever is greater?
[29 CFR 1926.502(¢)(2)]

3. Are connectors drop forged, pressed or formed steel, or made of equivalent materials? |:| Y |:| N |:| N/A
[29 CFR 1926.502(e)(3)]

4, Do connectors have a corrosion-resistant finish and do all surfaces and edges are smooth to |:| % |:| N |:| N/A
prevent damage to interfacing parts of this system?
[29 CFR 1926.502(¢)(4)]

5. Are connecting assemblies have a minimum tensile strength of 5,000 pounds? |:| Y |:| N |:| N/A
[29 CFR 1926.502(e)(5)]

6. Are dee-rings and snaphooks proof-tested to a minimum tensile load of 3,600 pounds without |:| % I:l N |:| N/A
cracking, breaking, or taking permanent deformation?
[29 CFR 1926.502(¢)(6)]

7. Are snaphooks sized to be compatible with the member to which they are connected to |:| Y |:| N |:| N/A
prevent unintentional disengagement of the snaphook by depression of the snaphook keeper
by the connected member, or a locking type snaphook designed and used to prevent
disengagement of the snaphook by the contact of the snaphook keeper by the connected
member?

[29 CFR 1926.502(¢)(7)]

8. Unless the snaphook is a locking type and designed for the following connections, snaphooks |:| Y |:| N |:| N/A
shall not be engaged:
[29 CFR 1926.502(¢)(8)]

directly to webbing, rope or wire rope;
ii. toeach other;
iii. toadee-ring to which another snaphook or other connector is attached;
iv. toahorizontal lifeline; or

v. toany object which is incompatibly shaped or dimensioned in relation to the
snaphook such that unintentional disengagement could occur by the connected
object being able to depress the snaphook keeper and release itself.

© 2021 ComplianceQuest. All rights reserved. Confidential and Proprietary. Publishing of this content is not allowed without express permission from ComplianceQuest. Page 10f3


https://www.compliancequest.com/?utm_source=cnt&utm_medium=Fall-Protection-OSHA-Guidelines-29-CFR-1926-501-to-1926-503-Part-3&utm_campaign=alltime_cnt&utm_term=EHS
https://www.compliancequest.com/checklist/osha-fall-protection/?utm_source=cnt&utm_medium=Fall-Protection-OSHA-Guidelines-29-CFR-1926-501-to-1926-503-Part-3&utm_campaign=alltime_cnt&utm_term=EHS
https://www.compliancequest.com/checklist/osha-fall-protection-part-2/?utm_source=cnt&utm_medium=Fall-Protection-OSHA-Guidelines-29-CFR-1926-501-to-1926-503-Part-3&utm_campaign=alltime_cnt&utm_term=EHS
https://www.compliancequest.com/checklist/osha-fall-protection-part-4/?utm_source=cnt&utm_medium=Fall-Protection-OSHA-Guidelines-29-CFR-1926-501-to-1926-503-Part-3&utm_campaign=alltime_cnt&utm_term=EHS
https://www.compliancequest.com/checklist/osha-fall-protection-part-5/?utm_source=cnt&utm_medium=Fall-Protection-OSHA-Guidelines-29-CFR-1926-501-to-1926-503-Part-3&utm_campaign=alltime_cnt&utm_term=EHS

( ) COMPLIANCEQUEST
Clinical « Quality - Safety

ComplianceQuest Inc.
www.compliancequest.com

9. Are positioning device systems inspected prior to each use for wear, damage, and other I:I Y I:I N I:I N/A
deterioration, and defective components shall be removed from service?
[29 CFR 1926.502(¢)(9)]
10. Are body belts, harnesses, and components used only for employee protection (as part of a I:I Y I:I N I:I N/A
personal fall arrest system or positioning device system) and not to hoist materials?
Warning Line Systems
11. Is a warning line erected around all sides of the roof work area? I:I Y I:I N I:I N/A
[29 CFR 1926.502()(1)]
12. When mechanical equipment is not used, is the warning line erected 6 feet or more from the |:| Y |:| N |:| N/A
roof edge?
[29 CFR 1926.502(f)(1)(i)]
13. When mechanical equipment is used, is the warning line erected 6 feet or more from the roof I:I % I:I N I:I N/A
edge that is parallel to the direction of mechanical equipment operation, and 10 feet or more
from the roof edge that is perpendicular to the direction of mechanical equipment operation?
29 CFR 1926.502(f)(1)(ii)]
14. Are points of access, materials handling areas, storage areas, and hoisting areas connected to |:| Y |:| N |:| N/A
the work area by an access path formed by two warning lines?
[29 CFR 1926.502(f)(1)(iii)]
15. When the path to a point of access is not in use, is a rope, wire, chain, or other barricade I:I Y I:I N I:I N/A
(equivalent in strength and height to the warning line) placed across the path, or is the path
offset such that a person cannot walk directly into the work area?
[29 CFR 1926.502(f)(1)(iv)]
Note: Place the barricade at the point where the path intersects the warning line erected
around the work area.
16. Do warning lines consist of supporting stanchions and ropes, wires, or chains? I:I Y I:I N I:I N/A
[29 CFR 1926.502(f)(2)]
17. Is the rope, wire, or chain flagged at 6-foot intervals (or less) with high-visibility material? I:I Y I:I N I:I N/A
[29 CFR 1926.502(f)(2)(i)]
18. Is the rope, wire, or chain rigged and supported so that its lowest point (including sag) is 34 I:I Y I:I N I:I N/A
inches or more from the walking or working surface, and its highest point is 39 inches or less
from the walking or working surface?
[29 CFR 1926.502(f)(2)(ii)]
19. After being erected (with the rope, wire, or chain attached), can stanchions resist (without I:I Y I:I N I:I N/A
tipping over) a force that is
a) atleast 16 pounds applied horizontally against the stanchion,
b) 30 inches above the walking or working surface,
c) perpendicular to the warning line, and
d) inthe direction of the floor, roof, or platform edge? [29 CFR 1926.502(f)(2)(iii)]
20. Does the rope, wire, or chain have a minimum tensile strength of 500 pounds? After being I:I % I:I N I:I N/A
attached to the stanchions, can it support (without breaking) the loads applied to the
stanchions (as described in Question 19)?
[29 CFR 1926.502()(2)(iv)]
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21. Is the line attached at each stanchion so that pulling on one section of the line between |:| Y |:| N |:| N/A
stanchions will not result in slack being taken up in adjacent sections before the stanchion tips
over?

[29 CFR 1926.502()(2)(v)]

22. Are employees prohibited from entering the area between a roof edge and a warning line I:I Y I:I N I:I N/A
unless he or she is performing roofing work in that area?
[29 CFR 1926.502(f)(3)]

23. Is mechanical equipment on roofs used or stored only in areas where employees are protected |:| Y |:| N |:| N/A
by a warning line system, guardrail system, or personal fall arrest system?
[29 CFR 1926.502(f)(4)

Knowing the most common workplace injuries and how to avoid them can help your company reduce workplace
accidents and improve employee safety.

Injury from falls is one of the most common injuries that can happen to your employees at the workplace. According
to the Center for Construction Research and Training (also known as CPWR), in a 33-year period, falls accounted for
nearly half of all construction worker deaths — and more than half of the workers' deaths happened because they
lacked access to fall protection.

It is imperative that the employer take all the necessary proactive actions to prevent any fall protection violations in
your organization. We hope these checklists from CQ Safety experts will be useful in your journey towards safety
excellence.

Contact us to digitize these checklists directly into the CQ inspection module for easy input via your smartphone and
tablet.

DISCLAIMER: This document neither creates nor confers any rights towards any person or organization and does not enforce to abide by the content. It is only intended to
support organization(s) or individual(s) referring to this document to understand the basics of workplace safety as recommended by Occupational Safety and Health
Administration (OSHA) under the construction standards 29 CFR 1926.501 to 1926.503. The simple usage does not automatically imply the fulfillment of any regulation.
Please refer to the applicable guidance for complete detail at https://www.osha.gov/laws-regs/regulations/standardnumber/1926.

About ComplianceQuest

ComplianceQuest is an award winning, 100% cloud based Next Generation Al-Powered Enterprise Clinical, Quality, Health and
Safety Management Solution (QHSE) natively built and run on the Salesforce platform. Our unified and connected

solutions help companies of all sizes deliver quality products and services in the safest, most sustainable way by mitigating risk,
problems, and inefficiencies while protecting customers, patients, employees, suppliers and brand.

For more information, or to request a demo with a ComplianceQuest expert, contact ComplianceQuest today.

Visit www.compliancequest.com + Email us at marketing@compliancequest.com * Call us at 408-458-8343
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